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SPECIFICATION

Visible Camera Configuration

Thermal Camera

Field of Regard

Control Interface

Video Interface

Stabilization

Power Consumption

Weight

Size

Temperature

DRI based on Johnson Criteria
Standard human target
1.8 m x 0.8 m

DRI based on Johnson Criteria
NATO Standard Target
2.3 m x 2.3 m

DETAILS

Visible Resolution: 1920x1080

Optical and digital zoom: WFOV 32° - NFOV 9° - DFOV 2.25°

Continuous Global Shutter

LWIR uncooled (8-12 µm wavelength), 12µm Pixel Pitch, 35mm lens, 

Resolution : 640x512 | Digital zoom: FOV 13° - DFOV 2.8°

Pan : -170° to +170°

Tilt : -45° to +135°

RS-232

HDMI

Less than 70 micro rad.

Less than 30 W

Less than 700 g

128 mm high and diameter of 95 mm

-40°C to +55°C

Type
Visible
Visible (Spotter)
Thermal
Visible
Visible (Spotter)
Thermal

Detection
3,283 m
11,490 m
4,514 m
5,421 m
18,974 m
7,454 m

Recognition
821 m
2,873 m
1,129 m
1,355 m
4,744 m
1,864 m

Identification
513 m
1,795 m
705 m
847 m
2,965 m
1,165 m

WITH 55MM LWIR LENS


